A 2012. január 1-jétől hatályba lépő vámfelfüggesztés- és vámkontingens-módosítási javaslatok listája
	Vámtarifaszám
	EU hivatkozási 
szám
	Jelenlegi árumegnevezés
	Módosítási javaslat
	Megjegyzés

	0804 10 00 10
	1619/4/1989
	Dates, fresh or dried, not put up for retail sale
	Dates, fresh or dried for use in the manufacture of products for the food industry (1)
	Szövegmódosítási kérelem

	0810 40 50 10
	617/6/1989
	Fruit of the species Vaccinium macrocarpon, fresh 
	Fruit of the species Vaccinium macrocarpon, fresh for use in the manufacture of products for the food industry (1)
	Szövegmódosítási kérelem

	2007 99 50 40, 2008 99 48 93
	635268/2010
	Mango puree concentrate:

—of the genus Mangifera, 

—of a Brix value of 28 or more but not more than 30, 

for use in the manufacture of fruit juices (1)
	· javasolják törölni a 2008994893 vámtarifaszámot a vámfelfüggesztésből
· kérik csökkenteni a kedvezményes vámot 0%-ra
	

	2007 99 50 50, 2008 99 49 50
	635134/2010
	Acerola puree concentrate:

—of the genus Malpighiaa, 

—of a Brix value of 20, 

for use in the manufacture of fruit juices (1)
	· javasolják törölni a 2008994950 vámtarifaszámot a vámfelfüggesztésből

· kérik csökkenteni a kedvezményes vámot 0%-ra
	

	2007 99 50 60, 2008 99 48 20
	635174/2010
	Guava puree concentrate:

—of the genus Psidium, 

—of a Brix value of 20, 

for use in the manufacture of fruit juices (1)
	· javasolják törölni a 2008994820 vámtarifaszámot a vámfelfüggesztésből

· kérik csökkenteni a kedvezményes vámot 0%-ra
	

	2008 99 48 94
	635208/2010
	Mango puree 

—not from concentrate:

—of the genus Mangifera, 

—of a Brix value of 16, 

for use in the manufacture of fruit juices (1)
	kérik csökkenteni a kedvezményes vámot 0%-ra
	

	2008 99 49 20
	247869/2009
	Sweetened dried cranberries
	Sweetened dried cranberries for use in the manufacture of products for the food industry (1)
	Szövegmódosítási kérelem

	2009411070, 2009419970
	635304/2010
	Pineapple Juice 

—not from concentrate:

—of the genus Ananas,

—of a Brix value of 11 or more but not more than 16, 

for use in the manufacture of fruit juices (1)
	kérik csökkenteni a kedvezményes vámot 0%-ra
	

	2009 49 30 91
	1194/2009
	Pineapple juice, other than in powder form:

· with a brix value of more than 20 but not more than 67,
· -a value of more than €30 per 100 kg net weight,

· -containing added sugars
	Pineapple juice, other than in powder form:

· with a brix value of more than 20 but not more than 67,
· a value of more than €30 per 100 kg net weight,
·  containing added sugars
for use in the manufacture of fruit juices (1)
	Szövegmódosítási kérelem

	2009 80 79 82
	1142/2009
	Cranberry juice concentrate with a Brix value of 40 or more but not more than 66
	Cranberry juice concentrate with a Brix value of 40 or more but not more than 66 for use in the manufacture of fruit juices (1)
	Szövegmódosítási kérelem

	2921 22 00 10
	1129/2009
	Hexamethylenediamine
	A vámkontingens mennyiségét kérik emelni a mostani 35.000 tonnáról 40.000 tonnára
	A vámkontingens rendelésszáma: 09.2632

	3707 90 20 20 
	
	Toner, based on a polyol resin, in the form of powder 
	Javasolt új HS árucsoport. 3215

Javasolt új közös szöveg:
Dry ink powder, based on at least one of the following components:

· a polyol resin

· a polyester resin

· a copolymer of styrene and butyl acrylate

· a hybrid resin (made from polystyrene acrylic resin and polyester resin) mixed with wax and a vinyl-based polymer
for use in the manufacture of toners (1)
	

	3707 90 20 10
	
	Toner, in the form of powder, consisting of a copolymer of styrene and butyl acrylate and either magnetite or carbon black, for use as a developer in the manufacture of cartridges for facsimile machines or computer printers 
	
	

	3707 90 20 40
	
	Polyester resin based toner, manufactured by a polymerisation process, for use as a developer in the manufacture of computer printer and copier cartridges 
	
	

	3215 90 00 40
	
	Dry ink powder with a base of hybrid resin (made from polystyrene acrilyc resin and polyester resin) mixed with:

-wax; 

-a vinyl-based polymer and 

-a colouring agent 

for use in the manufacture of toner bottles for photocopiers, fax machines, printers and multifunction devices
	
	

	3919 90 00 65
	
	Self-adhesive film with a thickness of 40 μm or more, but not more than 400 μm, consisting of one or more layers of transparent, metallized or dyed poly(ethylene terephthalate), covered on one side with a scratch resistant coating and on the other side with a pressure sensitive adhesive and a silicone release liner
	Self-adhesive film with a thickness of 40 μm or more, but not more than 400 μm, consisting of one or more layers of transparent, metallized or dyed poly(ethylene terephthalate), covered on one side with a scratch resistant coating and on the other side with a pressure sensitive adhesive and silicone a release liner
	Szövegmódosítási kérelem

	7019 39 00 50
	822/2006
	Non-woven product of non-textile glass fibres for the manufacture of air filters (1)
	Non-woven product of non-textile glass fibres for the manufacture of air filters or catalysts (1)
	Szövegmódosítási kérelem

	7326 20 80 20
	853/2006
	Metal fleece, consisting of a mass of stainless steel wires of diameters ranging from 0,022 mm to 0,070 mm, compacted by sintering and rolling 
	Metallvlies, bestehend aus einem Gewirr feiner Drähte mit einem Durchmesser von 0,017 mm bis 0,070 mm aus nicht rostendem Stahl, die durch Sintern und Walzen verdichtet wurden
	Szövegmódosítási kérelem

	7606 12 92 20, 7607 11 90 20
	1163/2007
	Strip of an alloy of aluminium and magnesium, containing by weight:

· 93,3 % or more of aluminium,

· 2,2 % or more but not more than 5 % of magnesium, and 

· not more than 1,8 % of other elements,

in rolls, of a thickness of 0,14 mm or more but not more than 0,40 mm and a width of 12,5 mm or more but not more than 89 mm, with a tensile strength of 285 N/mm2 or more and an elongation at break of 1,0 % or more
	Strip of an alloy of aluminium and magnesium, containing by weight:
· 93,3 % or more of aluminium,
· 2,2 % or more but not more than 5 % of magnesium, and 
· not more than 1,8 % of other elements,
in rolls, of a thickness of 0,14 mm or more but not more than 0,40 mm and a width of 12,5 mm or more but not more than 357 mm, with a tensile strength of 285 N/mm2 or more and an elongation at break of 1,0 % or more
	Szövegmódosítási kérelem

	7616 99 90 85
	912/2/2004
	Aluminium telescopic handle for use in the manufacture of luggage(1)
	A vámkontingens mennyiségét kérik emelni a 2010 július 1-jétől hatályba lépő 600.000 db/évről 800.000 db/év-re
	A vámkontingens rendelésszáma: 09.2629

	8504 40 82 30
	165476/2010
	Power supply board for use in the manufacture of goods falling under heading 8521 and 8528 (1)
	A vámkontingens mennyiségét kérik emelni a mostani 1 038 000 darabról 20 238 000 darabra
	A vámkontingens rendelésszáma: 09.2643

	8521 90 00 20
	250114/2009
	Digital video recorder:

· without a hard disk drive,

· with or without a DVD-RW, 

· with either motion detection or capability of motion detection through IP connectivity via LAN connector 

· with or without a USB serial port

for use in the manufacture of Closed-circuit television (CCTV) surveillance systems (1)
	Digital video recorder

· without a hard disk drive,

· with or without a DVD-RW, 

· with either motion detection or capability of motion detection through IP connectivity via LAN connector 

· with or without a USB serial port
	Szövegmódosítási javaslat (végfelhasználási cél törlése a vámfelfüggesztésből)

	8525801931
	1897/1/2003
	Closed circuit television (CCTV) camera:

· of a weight of not more than 5.9 kg,

· whether or not contained in a housing, 

· of dimensions of not more than 400 mm x 250 mm,

· with a single Charge-Couple-Device (CCD) or complementary metal-oxide-semiconductor (CMOS) sensor,

· with effective pixels of not more than 5 megapixels,

for use in CCTV surveillance systems (1)
	Closed circuit television (CCTV) camera:

· of a weight of not more than 5.9 kg,

· whether or not contained in a housing, 

· of dimensions of not more than 400 mm x 250 mm,

· with a single Charge-Couple-Device (CCD) or complementary metal-oxide-semiconductor (CMOS) sensor,

· with effective pixels of not more than 5 megapixels
	Szövegmódosítási javaslat (végfelhasználási cél törlése a vámfelfüggesztésből)


Jóváhagyást nem nyert kérelmek újratárgyalására irányuló kezdeményezések
	Vámtarifaszám
	EU hivatkozási 
szám
	Javasolt árumegnevezés
	Megjegyzés

	ex 2008 60 50
	634076/2010
	Sweetened dried sour cherries
	

	ex 2922 19 85
	582536/2010 
	2-(Dimethylamino)ethyl acrylate 
	Vámkontingens iránti kérelem

	ex 3601 00 00
	164630/2010
	Pyrotechnical granules of cylindrical shape, of a length of several millimeters, composed of strontium nitrate or copper nitrate in the solution of nitro-guanidine, binder and additives, for use in the manufacture of airbag inflators
	

	ex 3603 00 90
	163857/2010
	Electric igniter for use in the manufacture of airbag inflators
	

	ex 3921 19 00
	181533/2010, 181595/2010, 181621/2010
	Pre preg roll or sheet:

· Consisting of a woven e-glass fabric impregnated with a ceramic loaded, halogen free epoxy resin,

· With a thermal conductivity of more than 1.0W/m o K according to test method ISO22007-2,

· With a high pot withstand of more than 3500 VDC according  to IPC-TM-650 2.5.7

· With a dielectric strength of more than 1000 VAC/mill according to IPC-TM-650 2.5.6.2

· With a decomposition temperature of 380o C or more according to ASTM D3850

· With a comparative tracking index of 600V according to ASTM D3638

· With an Underwriters Laboratories flammability rating of V0 according to the UL94 test method

for use in the manufacture of printed circuit boards (1)
	

	ex 7409 19 00
	
	Laminate:

· Consisting of a woven e-glass fabric impregnated with a ceramic loaded halogen free epoxy resin,

· Covered on at least one side with a copper foil of 18um or more,

· With a thermal conductivity exceeding 1.0W/m o K according to test method ISO22007-2,

· With a high pot withstand exceeding 3500 VDC according  to IPC-TM-650 2.5.7,

· With a dielectric strength exceeding 1000 VAC/mill according to IPC-TM-650 2.5.6.2,

· With a decomposition temperature of 380o C or more according to ASTM D3850,

· With a comparative tracking index of 600V according to ASTM D3638,

· With an Underwriters Laboratories flammability rating of V0 according to the UL94 test method

for use in the manufacture of printed circuit boards (1)
	

	ex 7409 19 00
	
	Laminate:

· consisting of a woven e-glass fabric impregnated with a polyimide resin,

· covered on one side or both sides with copper foil of a thickness of more than 150um,

· with a dielectric constant (DK) of  4.0 or more but not more than 4.3 according to IPC-TM-650 2.5.5.9,

· a [loss] dissipation factor (DF) of 0.016 or more but not more than   0.018 according to IPC-TM-650 2.5.5.9,

· glass transition temperature (Tg) of  250oC according to IPC-TM-650 2.4.25

for use in the manufacture of printed circuit boards (1)
	

	ex 7410 21 00
	
	Laminate:

· consisting of a woven e-glass fabric impregnated with a polyimide resin,

· covered on one side or both sides with copper foil of a thickness of more than 5um but not more than 150um,

· with a dielectric constant (DK) 4.0 or more but not more than 4.3 according to IPC-TM-650 2.5.5.9,

· a [loss] dissipation factor (DF) of 0.016 or more but not more than 0.018 according to IPC-TM-650 2.5.5.9,

· glass transition temperature (Tg) of  250oC according to IPC-TM-650 2.4.25

for use in the manufacture of printed circuit boards (1)
	

	ex 84213960, ex 38151200
	597794/2010
	Catalytic filter consisting of platinum or palladium on a ceramic or silicon carbide support having one or more closed channels at the tail end per cm² of the surface of the cross section [for use in the manufacture of automotive exhaust systems]
	


1

