A 2014. július 1-jétől alkalmazandó új, módosuló vagy törlendő vámkontingensekre beérkezett kérelmek
	KN kód
	TARIC
	Hiv. szám
	Árumegnevezés angolul
	Mennyiség
	Kérelem típusa

	2008 99 49


	
	506000/2013


	Dehydrated and infused highbush blueberries of the Genus Vaccinium corymbosum or vaccinium ashei for use in the manufacture of products of the food and drink industry

(1)

	10 tonna 
(01.01-12.31)

	Újbóli tárgyalás


	2818 20 00
	
	3087286/2013
	Aluminium oxide (CAS RN 1344-28-1), other than artificial corundum
	2657000 tonna 
(01.01-12.31)
	Új

	2905 11 00


	
	3041169/2013

3044119/2013
	Methyl Alcohol (CAS RN 67-56-1)


	250000 tonna  
(07.01.-12.31.)
+
5792000 tonna 
(01.01-12.31)
	Új



	2905 31 00
	
	3015474/2013
	Ethylene Glycol (CAS RN 107-21-1)
	615000 tonna 
(01.01-12.31)
	Új

	2909 41 00


	
	3015486/2013

3015506/2013

3041185/2013
	2,2’-Oxydiethanol (CAS RN 111-46-6)


	10000 tonna 
(07.01.-12.31.)
+
210000 tonna  
(01.01-12.31)
	Új



	2917 20 00
	
	3093014/2013
	Hexahydrophthalic anhydride (HHPA) (CAS RN 85-42-7)
	2000 tonna
	Új

	ex 2927 00 00


	85


	326788/2012

499451/2013


	C,C’-Azodi(formamide) (CAS RN 123-77-3) with:

—

a pH of 6,5 or more but not more than 7,5, and

—

a semicarbazide (CAS RN 57-56-7) content of not more than 1 500 mg/kg as determined by liquid chromatography mass spectrometry (LC-MS),

—

decomposition temperature range of 195 °C - 205 °C,

—

specific gravity 1,64 - 1,66, and

—

combustion heat 215 - 220 Kcal/mol


	100 tonna  
(01.01-12.31)

	Törlési javaslat


	ex 3204 17 00


	55


	265499/2011


	Dye C.I. Pigment Red 169 (CAS RN 12237-63-7) and preparations based thereon with a Dye C.I. Pigment Red 169  content of 50% or more determined by high pressure liquid chromatography 
	40tonnes, 
(01.01-12.31)
	Módosítás
(szöveg)


	3901 10 10

3901 90 90
	
	3045258/2013


	Linear low-density polyethylene (LLDPE) in the form of granules with

—

exclusively butene as a comonomer

—

a comonomer content of at least 0,5 % by weight or more but not more than 6 % by weight

—

a melt flow index in accordance with ISO 1133 (MFI, 190 °C, 2,16 kg) of 1.0 or more but not more than 3,0

—

a relative viscosity in accordance with DIN EN ISO 1628-3 of 1,44 or more but not more than 1,6

—

a density in accordance with DIN EN ISO 1183 of 0,918 or more but not more than 0,924.


	7550000 tonna

  (01.01-12.31)

	Új



	3901 10 10


	
	3090784/2013

3090810/2013

3090827/2013
	Linear low-density polyethylene (LLDPE) copolymer, having:

—

a melt flow rate of 0,8 or more, but no more than 1,2

—

a density of 916 or more, but no more than 920

—

a specific gravity of less than 0.94

—

not more than 13 % of butene


	4000 tonna

+ 

6000 tonna 
+
8000 tonna

(01.01-12.31)
	Új



	3901 10 10
	
	3007723/2013
	Linear polyethelene with a specific gravity of less than 0,94 - and has the following features:

—

Linear low-density polyethylene (LLDPE) Copolymer - C4 cast

—

A melt flow rate of 1,8 (dg/min) or more, but no more than 3,2 (dg/min)

—

Density of 916 (kg/m³) or more, but no more than 920 (kg/m³)


	20000 tonna, 
(01.01-12.31)
	Új

	3901 10 10
	
	3082396/2013
	The product falls within CN Code 3901 10 10 – linear polyethylene having a specific gravity of less than 0,94 – and has the following features: 

—

Linear low-density polyethylene (LLDPE) Copolymer

—

A melt flow rate of 1,8 (dg/min) or more, but no more than 3,2 (dg/min)

—

Density of 916 (kg/m³) or more, but no more than 920 (kg/m³)

—

Not more than 15 % of Butene


	400000 tonna

 (01.01-12.31)
	Új

	ex 3902 30 00
	96
	326444/2012
	Propylene-ethylene copolymer, with a melt viscosity of not more than 1700 mPa at 190°C, as determined by ASTM D 3236 method
	500 tonna

 (01.01-12.31)
	Módosítás
(emelés)

	3905 30 00


	
	137255/2010


	Poly(vinyl alcohol), whether or not containing unhydrolysed acetate groups


	18000 tonna

(01.01-12.31)
	Módosítás
(emelés)


	ex 3905 30 00


	30


	451176/2013


	Vinyl alcohol containing unhydrolysed acetate groups and methylenebutanedioic sodium salts copolymer (CAS RN 122625-12-1) of a kind used for the manufacture of thermal paper

(1)

	192tonnes, 


	Törlési javaslat


	7202 49 50


	
	343230/2013


	Ferro-chromium containing by weight more than 0,05 % but not more than 0,5 % of carbon (CAS RN 1114-46-8)


	100543 tonna

	Újbóli benyújtás


	7604 29 10
	
	3051137/2013
	Aluminium alloy rods with a diameter of 200 mm or more, but not exceeding 300 mm
	131111tonna

(01.01-12.31)
	Új

	ex 9001 90 00
	80
	1142/2008
	Unmounted glass lenses, prisms and cemented elements for use in the manufacture of goods of CN codes 9002, 9005, 9013 10 and 9015

(1)
	5000000 darab

(01.01-12.31).
	Módosítás
(áruleírás)

	9003 11 00

9003 19 00
	
	3051241/2013


	Spectacle frames of plastic or base metal


	1950000 darab

+
3850000 darab 

(01.01-12.31)
	Új
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