A 2014. július 1-jétől alkalmazandó új, módosuló vagy törlendő vámkontingensekre beérkezett kérelmek
	KN kód
	TARIC
	Hiv. szám
	Árumegnevezés angolul
	Kérelem típusa

	0402 21 18
	
	3041752/2013
	Milk of camels of the species Camelus dromedaries, in powder form for use in the production of chocolate and sweets

(1)
	Új

	0712 20 00
	
	3037349/2013
	Dehydrated and ground dried onion from white varieties of Allium cepa for use in the manufacture of products of food and drink industry

(1)
	Új

	0712 90 90


	
	3090419/2013


	Dehydrated and ground dried garlic from white varieties of Allium sativum for use in the manufacture of products of food and drink industry

(1)

	Új



	1511 90 19


	
	3086917/2013


	Palm Mid Fraction IV 45, Diglycerides, max 4,0 %


	Új



	ex 1511 90 19

ex 1511 90 91

ex 1513 11 10

ex 1513 19 30

ex 1513 21 10

ex 1513 29 30


	10

10

10

10

10

10


	1/1/1999


	Palm oil, coconut (copra) oil, palm kernel oil, for the manufacture of:

—

industrial monocarboxylic fatty acids of subheading 3823 19 10,

—

methyl esters of fatty acids of heading 2915 or 2916,

—

fatty alcohols of subheadings  2905 17,  2905 19 and 3823 70 used for the manufacture of cosmetics, washing products or pharmaceutical products,

—

fatty alcohols of subheading 2905 16, pure or mixed, used for the manufacture of cosmetics, washing products or pharmaceutical products,

—

stearic acid of subheading 3823 11 00 or

—

goods of heading 3401

(1)

	módosítás (szöveg)


	1511 90 99
	
	3086972/2013
	Palm oil, refined, for use in the manufacture of infant preparations of:

—

subheading 1901 10

—

subheading 2106 90 and

—

subheading 2202 90

(1)
	Új

	1513 19 99
	
	3086951/2013
	Coconut oil, refined, for use in the manufacture of infant preparations of:

—

subheading 1901 10

—

subheading 2106 90 and

—

subheading 2202 90

(1)
	Új

	2106 10 20
	
	3070339/2013
	Soy Protein Concentrate having a protein content by weight (Nx6.25), calculated on a dry weight basis, of 65 % or more but not more than 90 % in powder or textured form (CAS RN 9010-10-0)
	Új

	2106 10 20
	
	3087123/2013
	Non textured soya protein concentrate in the form of powder, containing 65 or more but not more than 75 percent by weight of protein on the dry product
	Új

	2106 10 20
	
	3081100/2013
	Soya protein concentrate in textured form with a protein content by weight of 68 % or more but not more than 90 % calculated on the dry matter
	Új

	2106 90 98


	
	3090446/2013


	Preparation in powder form (gluten free) containing by weight:

—

15 % or more but not more than 35 % wheat derived Maltodextrin

—

15 % or more but not more than 35 % Whey (milk serum)

—

10 % or more but not more than 30 % refined, bleached, deodorised and non-hydrogenated Sunflower oil  

—

10 % or more but not more than 30 % of blended, aged spray dried cheese

—

5 % or more but not more than 15 % Buttermilk

—

0,1 % or more but not more than than 10 % sodium caseinate, disodium phosphate, lactic acid


	Új



	2707 99 99
	
	3090844/2013
	Petroleum Oils whose aromatic content exceeds their non-aromatic content for use as Refinery feedstock to undergo one of the specific processes described in Note 5 to Chapter 27
	Új

	2707 99 99
	
	3082494/2013
	Heavy oils obtained from the distillation of petroleum crude oil, provided that less than 65 % by volume distils at up to 250 °C by the EN ISO 3405 method and the weight of the aromatic constituents exceeds that of the non-aromatic constituents, used as a feedstock for production of fuels and fuel components by “specific process”: vacuum distillation, cracking, hydrotreatment or alkylation processes
	Új

	2710 19 99
	
	3016685/2013
	Catalytically hydroisomerized and dewaxed base oil comprising hydrogenated, highly isoparaffinic hydrocarbons, containing by weight:

—

90 % or more of saturates,

—

not more than 0,03 % of sulphur

with a viscosity index of 120 or more     
	Új

	2710 19 99
	
	3041249/2013
	Catalytically hydroisomerized and dewaxed base oil comprising hydrogenated, highly isoparaffinic hydrocarbons, containing greater than or equal to 90 mass percent saturates and less than or equal to 0,03 mass percent sulphur and having a viscosity index of greater than or equal to 120
	Új

	2804 70 00
	
	3044100/2013
	Red Phosphorus (CAS RN 7723-14-0) and Yellow Phosphorus (CAS RN 12185-10-3) [, Chemical name: White Phosphorus P4]
	Új

	2815 12 00
	
	3099980/2013
	Sodium hydroxide (CAS RN 1310-7302) in aqueous solution of a purity by  weight of 49 % or more but not more than 51 % for use in the production of alumina
	Új

	ex 2823 00 00


	10


	294577/2011

446/2/1995


	Titanium dioxide (CAS RN 13463-67-7): 
· of a purity by weight of 99,9 % or more, 
· with an average grain-size of 0,7 μm or more but not more than 2,1 μm

	módosítás (szöveg)


	2827 39 85
	
	3058689/2013
	Bariumchlorid-Dihydrat (CAS-Nr.: 10326-27-9)
	Új

	2835 10 00
	
	3058712/2013
	Sodium hypophosphite monohydrate (CAS RN 10039-56-2) and Sodium hypophosphite  (CAS RN 7681-53-0)
	Új

	2841 70 00
	
	3058664/2013
	Ammonium Tetramolybdate (CAS RN 13106-76-8)
	Új

	2853 00 90
	
	3016792/2013
	Trichlorosilane (CAS RN 10025-78-2)
	Új

	2903 39 19
	
	3014243/2013
	1-bromo-2-methylpropane (CAS RN 78-77-3)
	Új

	2903 39 90
	
	3007585/2013
	1H-perfluorohexane (CAS RN 355-37-3)
	Új

	2903 39 90
	
	3007572/2013
	Perfluorobutyl ethylene (CAS RN 19430-93-4)
	Új

	ex 2903 39 90


	70


	3118/04


	1,1,1,2-Tetrafluoroethane, certified odourless containing a maximum :

—

600 ppm by weight of 1,1,2,2-tetrafluoroethane,

—

2 ppm by weight of pentafluoroethane,

—

2 ppm by weight of chlorodifluoromethane,

—

2 ppm by weight of chloropentafluoroethane,

—

2 ppm by weight of dichlorodifluoromethane

for further purification to an inhalation grade of HFC 134a for use as a propellant for medical aerosols whose contents are taken into the oral or nasal cavities, and /or the respiratory tract, (CAS RN 811-97-2) (1)

	módosítás (szöveg)


	2905 11 00
	
	3090865/2013
	Methanol (CAS RN 67-56-1)
	Új

	2905 19 00
	
	3044132/2013
	Polybutyl titanate (CAS RN 162303-51-7)
	Új

	2905 19 00
	
	3044140/2013
	Tetra-2-ethylhexyl titanate (CAS RN 1070-10-6)
	Új

	2905 19 00
	
	3007548/2013
	Titanium tetraisopropoxide
	Új

	2906 19 00
	
	3070358/2013
	Cyclopropylmethanol (CAS RN 2516-33-8)
	Új

	ex 2907 23 00


	10


	1105194/2012


	4,4'-Isopropylidenediphenol (CAS RN 80-05-7)


	Törlési javaslat


	2909 19 90
	
	3090880/2013
	Tert-butyl methyl ether (CAS RN 1634-04-4)
	Új

	2910 90 00
	
	3015345/2013
	2-[(2-methoxyphenoxy)methyl]oxirane (CAS RN 2210-74-4)
	Új

	2912 29 00
	
	3007438/2013
	4-Isopropylbenzaldehyde (CAS RN 122-03-2)
	Új

	2912 29 00
	
	3007356/2013
	4-tert-Butylbenzaldehyde (CAS RN 939-97-9)
	Új

	2914 50 00
	
	3016767/2013
	2,2',4,4'-tetrahydroxybenzophenone (CAS RN 131-55-5)
	Új

	2914 70 00
	
	3044264/2013
	Tetrachloro-p-benzoquinone (CAS RN 118-75-2)
	Új

	ex 2916 13 00
	20
	3155/3/2000
	Zinc dimethacrylate, whether or not containing by weight 2% of 2,6-di-tert-butyl-alpha-dimethyl amino-p-cresol, in the form of powder
	módosítás

(szöveg).

	2916 14 00
	
	3092998/2013
	Ethyl methacrylate (CAS RN 97-63-2)
	Új

	2916 20 00
	
	3070420/2013
	2-methyl cyclohexylacetate (CAS RN 5726-19-2)
	Új

	2916 39 90
	
	3044280/2013
	3-Fluorobenzoyl chloride (CAS RN 1711-07-5)
	Új

	2917 19 90
	
	3014005/2013
	Dimethyl but-2-ynedioate (CAS RN 762-42-5)
	Új

	2917 19 90
	
	3044348/2013
	n-Dodecenylbernsteinsäureanhydrid (CAS RN 19780-11-1)
	Új

	2917 20 00
	
	3093035/2013
	4-Methyltetrahydrophthalic anhydride (CAS RN 34090-76-1)
	Új

	2917 39 95
	
	3044407/2013
	Dimethyl 2-nitroterephthalate (CAS RN 5292-45-5)
	Új

	2918 99 90
	
	3061716/2013
	Methyl (E)-3-3-methoxy-2-(2-chloromethylphenyl)-2-propenoate (CAS RN 117428-51-0)
	Új

	2919 90 00
	
	3090900/2013
	(1-methylethylidene)di-4,1-phenylenetetraphenyl diphosphate (CAS RN 5945-33-5)
	Új

	2921 42 00
	
	3044480/2013
	4-Nitroaniline (CAS RN 100-01-6)
	Új

	ex 2921 42 00
	86
	318053/2012
	2,5-Dichloroaniline (CAS RN 95-82-9)
	módosítás

(szöveg).

	2921 49 00
	
	3044498/2013
	3,4-xylidine (CAS RN 95-64-7)
	Új

	ex 2921 49 00
	70
	167065/2010
	2-Chlorobenzylamine (CAS RN 89-97-4)
	törlési javaslat

	2922 39 00
	
	3013756/2013
	2-amino-(5-chlorophenyl)-phenylmethanone (CAS RN 719-59-5)
	Új

	2922 49 85
	
	3016717/2013
	 12-Aminododecanoic Acid (CAS RN 693-57-2)
	Új

	2924 29 98
	
	3041213/2013
	N-benzyl-2-[4-fluoro-3-(trifluoromethyl)phenoxy]butanamide (CAS RN 113614-08-7)
	Új

	2924 29 98
	
	3044522/2013
	N,N'-(3,3'-dimethylbiphenyl-4,4'-ylene)di(acetoacetamide) (CAS RN 91-96-3)
	Új

	2926 90 95
	
	3041200/2013
	(S)-cyano(3-phenoxyphenyl)methyl 2,2-dimethyl-3-{(1Z,1S,3R)-3-oxo-3-[2,2,2-trifluoro-1-(trifluoromethyl)ethoxy]prop-1-en-1-yl}cyclopropanecarboxylate (CAS RN 101007-06-1)
	Új

	2926 90 95
	
	3062499/2013
	Butyl (R)-2-[4-(4-cyano-2-fluorophenoxy)phenoxy]propionate (CAS RN 122008-85-9)
	Új

	2930 90 99
	
	3082450/2013
	Trimethylsulfoxonium iodide (CAS RN 1774-47-6)
	Új

	2930 90 99
	
	3014041/2013
	Ethanethioamide (CAS RN 62-55-5)
	Új

	2931 90 90
	
	3013980/2013
	Di-tert-butylphosphane (CAS RN 819-19-2)
	Új

	2931 90 90
	
	3016854/2013
	1,1,1,3,3,3-Hexamethyldisilazane (CAS RN 999-97-3)
	Új

	2932 19 00
	
	3014113/2013
	Tetrahydro-α-(1-naphthylmethyl)furan-2-propionic acid (CAS RN 25379-26-4)
	Új

	2932 20 90
	
	3015353/2013
	2,2-dimethyl-1,3-dioxane-4,6-dione (CAS RN 2033-24-1)
	Új

	2932 99 00
	
	3041900/2013
	1,3-Dihydro-1,3-dimethoxy-isobenzofurane (CAS RN 24388-70-3)
	Új

	ex 2932 99 00


	40


	3114/1/04


	1,3:2,4-Bis-O-(3,4-dimethylbenzylidene)-D-glucitol (CAS RN 135861-56-2)


	törlési javaslat


	ex 2933 21 00
	50
	837/06
	1-Bromo-3-chloro-5,5-dimethylhydantoin (32718-18-6)
	módosítás 

(CAS RN).

	2933 39 99
	
	3093544/2013
	Pyridine-2-thiol 1-oxide, sodium salt (CAS RN 3811-73-2)
	Új

	2933 39 99
	
	3013791/2013
	4-chloro-1-methylpiperidine (CAS RN 5570-77-4)
	Új

	2933 49 10
	
	3013950/2013
	Ethyl 6,7,8-trifluoro-1-[formyl(methyl)amino]-4-oxo-1,4-dihydroquinoline-3-carboxylate (CAS RN 100276-65-1)
	Új

	2933 59 95
	
	3070316/2013
	2-diethylamino-6-hydroxy-4-methylpyrimidine (CAS RN 42487-72-9)
	Új

	2933 69 80
	
	3044553/2013
	1,3,5-triazine-2,4,6(1H,3H,5H)-trithione, trisodium salt (CAS RN 17766-26-6)
	Új

	2933 99 80


	
	3058760/2013


	Phenol, 2-(2H-benzotriazol-2-yl)-4-methyl-6-(2-methyl-2-propenyl) (CAS RN 98809-58-6)


	Új



	2933 99 80
	
	3044564/2013
	Octrizol (INN) (CAS RN 3147-75-9)
	Új

	2933 99 80
	
	3013917/2013
	6-methoxy-11H-benzo[b][1]benzazepine (CAS RN 4698-11-7)
	Új

	ex 2934 99 90
	55
	3192/3/2000
	Olmesartan medoxomil (INN) (CAS RN 144689-63-4)
	törlés (VT 3. Melléklete miatt).

	3204 11 00
	
	3090484/2013
	Dye C.I. Disperse Blue 360 (CAS RN 435-600-5) and preparations based thereon with a  Dye C.I. Disperse Blue 360 content of 99 % by weight or more determined by high pressure liquid chromatography
	Új

	ex 3204 11 00


	10


	499676/2013

635935/2010


	Dye C.I. Disperse Yellow 54 (CAS RN 7576-65-0) also known as C.I. Solvent Yellow 114 and preparations based thereon with a Dye C.I. Disperse Yellow 54 content of 97% or more determined by high pressure liquid chromatography


	módosítás
(szöveg)


	ex 3204 11 00
	20
	631007/2010
	Dye C.I. Disperse Yellow 241 (CAS RN 83249-52-9) and preparations based thereon with a Dye C.I. Disperse Yellow 241 content of 97% or more determined by high pressure liquid chromatography
	módosítás
(szöveg)


	ex 3204 11 00
	40
	247748/2011
	Dye C.I. Disperse Red 60 (CAS RN 17418-58-5) and preparations based thereon with a Dye C.I. Disperse Red 60  content of 50% or more as determined by high pressure liquid chromatography   
	módosítás
(szöveg)


	ex 3204 11 00
	50
	300340/2011
	Dye C.I. Disperse Blue 72 (CAS RN 81-48-1 or CAS RN 6408-72-6) and preparations based thereon with a  Dye C.I. Disperse Blue 72 content of 95% or more determined by high pressure liquid chromatography
	módosítás
(szöveg)


	ex 3204 11 00
	60
	247805/2011
	Dye C.I. Disperse Blue 359 (CAS RN 62570-50-7) and preparations based thereon with a Dye C.I. Disperse Blue 359 content of 50% or more determined by high pressure liquid chromatography
	módosítás
(szöveg)


	ex 3204 11 00
	70
	326913/2012
	Dye C.I. Disperse Red 343 (CAS RN 72968-82-2 or CAS RN 99035-78-6) and preparations based thereon with a Dye C.I. Disperse Red 343 content of 95% or more determined by high pressure liquid chromatography
	módosítás
(szöveg)


	3204 12 00
	
	3007605/2013
	Dye C.I. Acid Blue 80 (CAS RN 4474-24-2)
	Új

	ex 3204 12 00
	10
	989532/2011
	Dye C.I. Acid Blue 9 (CAS RN 2650-18-2) and preparations based thereon with a Dye C.I. Acid Blue 9 content of 50% or more determined by high pressure liquid chromatography
	módosítás
(szöveg)


	ex 3204 13 00
	10
	807/06
	Dye C.I. Basic Red 1 (CAS RN 989-38-8) and preparations based thereon with a Dye C.I. Basic Red 1 content of 50% or more determined by high pressure liquid chromatography
	módosítás
(szöveg)


	ex 3204 13 00
	30
	1090257/2012
	Dye C.I. Basic Blue 7 content of 50% or more determined by high pressure liquid chromatography  
	módosítás
(szöveg)


	ex 3204 13 00
	40
	1090288/2012
	Dye C.I. Basic Violet 1 (CAS RN 603-47-4 or CAS RN 8004-87-3 or CAS RN 1325-82-2) and preparations based thereon with a Dye C.I. Basic Violet 1 content of 90% or more determined by high pressure liquid chromatography 
	módosítás
(szöveg)


	3204 15 00
	
	3044589/2013
	C.I. Vat Red 1 (CAS RN 2379-74-0)
	Új

	ex 3204 15 00
	10
	423/3/1994
	Dye C.I. Vat Orange 7 (C.I. Pigment Orange 43) (CAS RN 4424-06-0) and preparations based thereon with a Dye C.I. Vat Orange 7 content of 20% or more determined by high pressure liquid chromatography  
	módosítás
(szöveg)


	ex 3204 15 00
	60
	851/05
	Dyestuff C.I. Vat Blue 4 (CAS RN 81-77-6)  also known a C.I. Pigment Blue 60 and preparations based thereon with a Dyestuff C.I. Vat Blue 4 content of 50% or more determined by high pressure liquid chromatography  
	módosítás
(szöveg)


	3204 17 00


	
	384794/2013

994086/2011


	Dye C.I. Pigment Yellow 174


	Újratárgya​lás

	3204 17 00
	
	3090942/2013
	Dye C.I. Pigment Yellow 147 (CAS RN 4118-16-5) and preparations based thereon with a Dye C.I. Pigment Yellow 147 content of 98 % or more determined by high pressure liquid chromatography
	Új

	3204 17 00


	
	384769/2013

989554/2011


	C.I. Pigment Red 57:1 (CAS RN 5281-04-9) with a purity of 98 % by weight or more, in the form of beads


	Újratárgya​lás


	3204 17 00
	
	3045147/2013
	C.I. Pigment Red 48:2 (CAS RN 7023-61-2)
	Új

	ex 3204 17 00
	10
	498/7/1995
	Dye C.I. Pigment Yellow 81 (CAS RN 22094-93-5) and preparations based thereon with a Dye C.I. Pigment Yellow 81 content of 50% or more determined by high pressure liquid chromatography  
	módosítás
(szöveg)


	ex 3204 17 00


	15


	991704/2011


	Dye C.I. Pigment Green 7 (CAS RN 1328-53-6) and preparations based thereon with a Dye C.I. Pigment Green 7 content of 40% or more determined by high pressure liquid chromatography 
	módosítás
(szöveg)


	ex 3204 17 00


	20


	1013616/2011

987080/2011


	Dye C.I. Pigment Blue 15:3 (CAS RN 147-14-8) and preparations based thereon with a Dye C.I. Pigment Blue 15:3  content of 35% or more determined by high pressure liquid chromatography  

	módosítás
(szöveg)


	ex 3204 17 00


	25


	991729/2011


	Dye C.I. Pigment Yellow 14 (CAS RN 5468-75-7) and preparations based thereon with a Dye C.I. Pigment Yellow 14  content of 25% or more determined by high pressure liquid chromatography 
	módosítás
(szöveg)


	ex 3204 17 00
	30
	1064/2007
	Dye C.I. Pigment Yellow 97 (CAS RN 12225-18-2) and preparations based thereon with a Dye C.I. Pigment Yellow 97  content of 30% or more determined by high pressure liquid chromatography  
	módosítás
(szöveg)
.

	ex 3204 17 00
	35
	991732/2011
	Dye C.I. Pigment Red 202 (CAS RN 3089-17-6) and preparations based thereon with a Dye C.I. Pigment Red 202  content of 70% or more determined by high pressure liquid chromatography
	módosítás
(szöveg)


	ex 3204 17 00
	40
	1149/2009
	Dye C.I. Pigment Yellow 120 (CAS RN 29920-31-8) and preparations based thereon with a Dye C.I. Pigment Yellow 120  content of 50% or more determined by high pressure liquid chromatography
	módosítás
(szöveg)


	ex 3204 17 00
	45
	994091/2011
	Dye C.I. Pigment Violet 27 (CAS RN 12237-62-6) and preparations based thereon with a Dye C.I. Pigment Violet 27  content of 90% or more determined by high pressure liquid chromatography  
	módosítás
(szöveg)


	ex 3204 17 00
	50
	1150/2009
	Dye C.I. Pigment Yellow 180 (CAS RN 77804-81-0) and preparations based thereon with a Dye C.I. Pigment Yellow 180  content of 90% or more determined by high pressure liquid chromatography
	módosítás
(szöveg)


	ex 3204 17 00


	60


	246360/2011


	Dye C.I. Pigment Red 53:1 (CAS RN 5160-02-1) and preparations based thereon with a Dye C.I. Pigment Red 53:1 content of 50% or more determined by high pressure liquid chromatography  

	módosítás
(szöveg)


	ex 3204 17 00


	70


	329456/2011


	Dye C.I. Pigment Yellow 13 (CAS RN 5102-83-0 or CAS RN 6358-85-6 or 15541-56-7) and preparations based thereon with a Dye C.I. Pigment Yellow 13  content of 60% or more determined by high pressure liquid chromatography
  
	módosítás
(szöveg)


	ex 3204 17 00
	75
	1096809/2012
	Dye C.I. Pigment Orange 5 (CAS RN 3468-63-1) and preparations based thereon with a Dye C.I. Pigment Orange 5 content of 80% or more determined by high pressure liquid chromatography

	módosítás
(szöveg)


	ex 3204 17 00
	80
	320306/2012
	Dye C.I. Pigment Red 207 (CAS RN 71819-77-7) and preparations based thereon with a Dye C.I. Pigment Red 207  content of 50% or more determined by high pressure liquid chromatography  

	módosítás
(szöveg)


	ex 3204 17 00


	85


	326809/2012


	Dye C.I. Pigment Blue 61 (CAS RN 1324-76-1) and preparations based thereon with a Dye C.I. Pigment Blue 61 content of 35% or more determined by high pressure liquid chromatography

	módosítás
(szöveg)


	ex 3204 17 00
	88
	326853/2012
	Dye C.I. Pigment Violet 3 (CAS RN 1325-82-2) and preparations based thereon with a Dye C.I. Pigment Violet 3 content of 90% or more with or without a polymeric dispersant  
	módosítás
(szöveg)


	ex 3204 19 00


	70


	3202/1/2000


	Dye C.I. Solvent Red 49:2 (CAS RN 1103-39-5 and preparations based thereon with a Dye C.I. Solvent Red 49:2 content of 90% or more determined by high pressure liquid chromatography


	módosítás
(szöveg)


	ex 3204 19 00
	71
	635959/2010
	Dye C.I. Solvent Brown 53 (CAS RN 64696-98-6) and preparations based thereon with a Dye C.I. Solvent Brown 53  content of 95% or more determined by high pressure liquid chromatography
	módosítás
(szöveg)


	ex 3204 19 00


	72


	499715/2013

635595/2010


	Dye C.I. Solvent Yellow 93 (CAS RN 4702-90-3) and preparations based thereon with a Dye C.I. Solvent Yellow 93  content of 97% or more determined by high pressure liquid chromatography 


	módosítás
(szöveg)


	ex 3204 19 00
	73
	635551/2010
	Dye C.I. Solvent Blue 104 (CAS RN 116-75-6) and preparations based thereon with a Dye C.I. Solvent Blue 104 content of 97% or more determined by high pressure liquid chromatography
   
	módosítás
(szöveg)


	ex 3204 19 00
	77
	303586/2011
	Dye C.I. Solvent Yellow 98 (CAS RN 27870-92-4 or CAS RN 12671-74-8) and preparations based thereon with a Dye C.I. Solvent Yellow 98  content of 95% or more determined by high pressure liquid chromatography

	módosítás
(szöveg)


	ex 3204 19 00
	84
	326949/2012
	Dye C.I. Solvent Blue 67 (CAS RN 12226-78-7) and preparations based thereon with a Dye C.I. Solvent Blue 67 content of 98% or more determined by high pressure liquid chromatography  

	módosítás
(szöveg)


	ex 3204 19 00
	85
	326934/2012
	Dye C.I. Solvent Red HPR (CAS RN 75198-96-8) and preparations based thereon with a Dye C.I. Solvent Red HPR content of 95% or more determined by high pressure liquid chromatography

	módosítás
(szöveg)


	ex 3204 20 00
	20
	1004877/2011
	Dye C.I. Fluorescent Brightener 71 (CAS RN 16090-02-1) and preparations based thereon with a Dye C.I. Fluorescent Brightener 71 content of 94% or more determined by high pressure liquid chromatography

	módosítás
(szöveg)


	ex 3204 20 00
	30
	1010644/2011
	Dye C.I. Fluorescent Brightener 351 (CAS RN 27344-41-8) and preparations based thereon with a Dye C.I. Fluorescent Brightener 351 content of 90% or more determined by high pressure liquid chromatography

	módosítás
(szöveg)


	ex 3208 90 19

ex 3902 90 90
	15

94
	723/05

724/05
	Modified, chlorinated polyolefins, whether or not in a solution or dispersion


	módosítás: (a 2 vtsz.-hez külön-külön szöveg legyen) 


	3212 90 00
	
	3045185/2013
	Paste-like pigment concentrate used to produce printing inks, consisting of:

—

ink pigments with a content of 20 % by weight or more but not more than 40 % by weight,

—

binders (polymeric resins),

—

non-aqueous liquid components and

—

additives


	Új

	3215 11 00
	
	3016635/2013
	Printing ink, liquid, consisting of a dispersion of a rosin, maleated with p-tert-butylphenol, formaldehyde and pentaerythritoland and a modified colophony, with carbon black and including Tung oil, Linseed oil, soya bean oil , fatty acid esters, containing by weight not more than 25 % of carbon black
	Új

	3215 11 00
	
	3016621/2013
	Printing ink, liquid, consisting of a dispersion of a modified colophony and carbon black and including alkyd resin  soya bean oil, fatty acid esters, containing by weight not more than 25 % of carbon black
	Új

	3215 19 00
	
	3016665/2013
	Printing ink, liquid, consisting of a dispersion of a rosin, maleated with p-tert-butylphenol, formaldehyde and pentaerythritoland and a modified colophony, with colour pigment and including Tung oil, Linseed oil, soya bean oil, fatty acid esters, containing by weight not more than 19 % of colour pigments
	Új

	3215 19 00
	
	3016600/2013
	Printing ink, liquid, consisting of a dispersion of a modified colophony and colour pigment and including soya bean oil, fatty acid esters, containing by weight not more than 19 % of colour pigments
	Új

	3405 90 90
	
	3045298/2013
	Polishing preparation in the form of an aqueous suspension containing:

—

less than 10 % of cerium oxide by weight (CAS RN 1306-38-3)

—

less than 0.1 % of an acrylate polymer by weight

[suitable for use as an abrasive in the manufacturing of semiconductors]
	Új

	ex 3707 10 00
	40
	3420/06
	Sensitising emulsion, containing:

—

not more than 10 % by weight of naphthoquinonediazide esters,

—

2 % or more but not more than 35 % by weight of copolymers of hydroxystyrene

—

not more than 7 % by weight of epoxy-containing derivatives

dissolved in 1-ethoxy-2-propyl acetate and/or ethyl lactate
	módosítás

(szöveg)

	3707 90 20
	
	3058734/2013
	Carrier in powder form, consisting of:

—

Ferrite Iron oxide

—

Manganese oxide

—

Magnesium oxide

—

Styrene acrylate copolymer

 to be mixed with the toner powder, in the manufacturing ofink/toner filled  bottles or cartridges for  facsimile machines, computer printers and copiers
	Új

	3707 90 90
	
	3070384/2013
	Polymer consisting of a polycondensate of formaldehyde and naphthalenediol,chemically modified by reaction with an alkyn halide, dissolved in propyleneglycol methylether acetate
	Új

	3808 92 90
	
	3093522/2013
	Preparation containing by weight:

—

25 % or more but not more than 50 % of Zinc pyrithione

—

Less than 10 % of sodium polynaphthalene sulphonate

—

0,1 % or more but not more than 1 % of 1,3-Bis(hydroxymethyl)-5,5-dimethylimidazolidine-2,4-dione


	Új

	3811 21 00
	
	451692/2013
	Additives for lubricating oils, which is a dispersant viscosity modifier consisting of:

—

a dispersant polymethacrylate which is methacrylate ester copolymer with alkyl groups of 8 to 18 carbons, the copolymer further containing methacrylic amides or esters with nitrogen functional groups,

—

[containing] mineral oils,

—

with a nitrogen analysis ( % N by weight) of more than 0,1 % but not more than 0,3 %, and a sulfur content of more than 0,1 % but not more than 0,35 %,

—

the polymer having a weight average molecular weight (Mw) of more than 10 000 but not more than 20 000,

used as an additive for the manufacture of performance enhanced lubricants such as gear oils and transmission fluids through a blending process

(1)
	Újratárgya​lás

	3811 21 00
	
	452610/2013
	Additives for lubricating oils,containing:

—

 Zinc O,O-di(dodecylphenyl) dithiophosphate (CAS RN 11059-65-7),

—

Triphenyl thiophosphate (CAS RN 597-82-0),

—

mineral oils,

used as a concentrated additive for the manufacture of performance enhanced driveline fluids such as transmission fluids and wet-brake fluids through a blending process
	újratárgya​lás

	3811 21 00
	
	452817/2013
	Additives for lubricating oils: 

—

consisting  of a borated polyisobutylene succinimide [derived from reaction products of polyethylenepolyamines with polyisobutenyl succinic anhydride and boric acid](CAS RN 134758-95-5),

—

containing mineral oils,

—

with a chlorine content by weight of 0,1 % or more but not more than 0,5 %,

—

with a total base number (TBN) of more than 40,

used [in] as a concentrated additive for the manufacture of performance enhanced lubricants [such as transmission fluids and gear oils through a blending process]

(1)
	újratárgya​lás

	3811 21 00
	
	452265/2013
	Additives for lubricating oils, consisting of:

—

o-amino polyisobutylenephenol (CAS RN 78330-13-9),

—

polyisobutylene succinimide [derived from reaction products of polyethylenepolyamines with polyisobutenyl succinic anhydride] (CAS RN 84605-20-9),

—

alkenylimidazoline (CAS RN 68784-17-8) [derived from the reaction of isostearic acid and tetraethylenepentamine],

—

nonylated diphenylamine (oxidation inhibitor) (CAS RN 36878-20-3 and CAS RN 27177-41-9), 

—

mineral oils,

used in a concentrated additive for the manufacture of performance enhancing lubricants for two-stroke (or two cycle) engine oils through a blending process

(1)
	újratárgya​lás..

	3811 21 00
	
	452045/2013
	Additives for lubricating oils and fluids:

—

containing mineral oils,

—

consisting of calcium salts of reaction products of heptyl phenol with formaldehyde (CAS RN 84605-23-2) with a total base number (TBN) of more than 40 but not more than 100,

used as a concentrated additive in the preparation of lubricating oils, metal working fluids and in the production of overbased calcium detergents for engine oils through a blending process


	újratárgya​lás..

	3811 21 00
	
	454048/2013
	Additives for lubricating oils:

—

containing mainly an ethylene-propylene copolymer - succinic anhydride reacted with 4-(4-nitrophenylazo)aniline and 3-nitroaniline,

—

containing mineral oils,

—

with a nitrogen content [of] ( %N by weight) of more than 0,2 % but not more than 0,5 %,

used in a concentrated additive for the manufacture of performance enhanced lubricants such as diesel engine oils through a blending process

(1)
	újratárgya​lás..

	3811 21 00
	
	452759/2013
	Additives for lubricating oils containing:  

—

maleic anhydride styrene copolymer esterified with C4-20 aliphatic alcohols and in part amidated with aminopropylmorpholine,

—

mineral oils with a nitrogen content ( % N by weight) of more than 0,1 %, but not more than 0,3 %,

used in, or in combination with, a concentrated additive for the manufacture of performance enhanced lubricants such as automatic transmission fluids through a blending process


	újratárgya​lás..

	3811 21 00
	
	452839/2013
	Additives for lubricating oils:

—

based on magnesium C16-24 alkylbenzenesulphonates (CAS RN 71786-47-5), borated, 

—

containing mineral oils,

—

having a tatal base number (TBN) of more than 250, but not more than 350 and a boron content by weight of more than 3 %, but not more than 4,5 %,

used as a concentrated additive for the manufacture of lubricating oils such as gear oils through a blending process

(1)
	újratárgya​lás..

	3811 21 00
	
	451909/2013
	Additives for lubricating oils, which are comprised of a blend of dispersant viscosity modifiers and non-dispersant viscosity modifiers: 

—

containing an ethylene-propylene copolymer - succinic anhydride reacted with 4-(4-nitrophenylazo)aniline and 3-nitroaniline,

—

containing a dispersant polymethacrylate which is methacrylate ester copolymer with alkyl groups of 8 to 18 carbons; the copolymer further containing methacrylic amides or esters with nitrogen functional groups,

—

containing an ethylene-propylene copolymer (CAS RN 9010-79-1),

—

containing mineral oils and optional pour point depressant polymer,

—

with a nitrogen content [of]( %N by weight) of more than 0,1 %, but not more than 0,3 %,

used as an additive for the manufacture of performance enhanced lubricants such as gear oils through a blending process

(1)
	újratárgya​lás..

	3811 21 00
	
	452424/2013
	Additives for lubricating fluids consisting of:

—

 sulphurized diisobutylene (CAS RN 68515-88-8),

—

 [a] calcium sulphonate,

—

an amount of polyisobutylene amino alkyl succinate,

—

with polyisobutylene amino alkyl succinate and calcium sulfonate  present at a total of more than 0,5 % and not more than 5 % by weight,

used as a concentrated additive in the preparation of metal working fluids through a blending process

(1)
	újratárgya​lás..

	3811 29 00
	
	454951/2013
	Tetrahydrothiophene 1,1-dioxide, 3-(C9-11-isoalkyloxy) derivates, C10-rich (CAS 398141-87-2), used in the manufacture of lubricant additive concentrates through a blending process

(1)
	újratárgya​lás..

	3811 29 00
	
	452903/2013
	Additives for lubricating oils, consisting of dialkyl phosphite with alkyl groups composed of a mix of:

—

C 18 monounsaturated, and

—

C 18 and C 16 saturated

being a concentrated antioxidant, friction modifier and anti-wear agent used primarily in the preparation of lubricants such as gear oils and transmission fluids through a blending process

(1)
	újratárgya​lás..

	3811 29 00
	
	452865/2013
	Additives for lubricating oils:

—

consisting of a C14-18 alpha-olefin epoxide, boric acid reaction product,

—

composed of more than 90 % by weight of borate esters which are a mixture of oligomeric borates and cyclic borates, such as  2-hydroxy-4-tetradecyl-1,3,2-dioxaborolane (CAS RN 84819-41-0),

used as a concentrated additive friction modifier and anti-wear agent in the preparation of lubricants such as transmission fluids, gear oils and hydraulic fluids through a blending process

(1)
	újratárgya​lás..

	3811 29 00
	
	452962/2013
	Mixture consisting of:

—

2,5-bis(tert-nonyldithio)-[1,3,4]-thiadiazole (CAS RN 89347-09-1) with a purity by weight of 85 % or more, and

—

not more than 15 % by weight of 5-[(7-methyloctyl)disulphanyl]-1,3,4-thiadiazole-2(3H)-thione (CAS RN 97503-12-3)

used in the manufacture of lubricant additive concentrates through a blending process

(1)
	újratárgya​lás..

	ex 3811 29 00
	20
	335395/2012
	Additives for lubricating oils, consisting of reaction products of bis(2-methylpentan-2-yl)dithiophosphoric acid with propylene oxide, phosphorus oxide, and amines with C12-14 alkyl chains, used as a concentrated additive for the manufacture of lubricating oils through a blending process.

	módosítás

(szöveg).

	ex 3811 29 00
	40
	335281/2012
	Request for amendment of the existing text description as follows: Additives for lubricating oils, consisting of reaction products of 2-methyl-prop-1-ene  with sulphur monochloride and sodium sulphide (CAS Nr 68511-50-2), with a chlorine content by weight of 0.01% or more but not more than  0.5 %, used as a concentrated additive for the manufacture of lubricating oils through a blending process.  

	módosítás

(szöveg)..

	ex 3812 30 80


	75


	1095078/2012


	N,N'-Bis(1,2,2,6,6-pentamethyl-4-piperidinyl)-1,6-hexanediamine, polymer with 2,4-dichloro-6-(4-morpholinyl)-1,3,5-triazine (CAS RN 193098-40-7)


	törlési javaslat


	3815 19 90
	
	3037338/2013
	Catalyst containing by weight of

—

52 % (+/- 10 %) of Cuprous Oxide (CAS RN 1317-39-1),

—

38 % (+/- 10 %) of Cupric Oxide (CAS RN 1317-38-0) and

—

10 % (+/- 5 %) of Metallic Copper (CAS RN 7440-50-8)      


	Új

	3820 00 00
	
	3007643/2013
	Feedstock consisting of by weight:

—

88 % or more but not more than 92 % of Ethanol,

—

2,2 % or more but not more than 2,7 % of Monoethylene glycol,

—

1,0 % but not more than 1,3 % of  Methylethylketone,

—

0.36 % or more but not more than 0,40 % of anionic surfactant (ca. 30 % active),

—

0.0293 % or more but not more than 0,0396 % of methyl isopropylketone,

—

0.0195 % or more but not more than 0.0264 % of 5 methyl-3-heptanone,

—

10 ppm or more but not more than 12 ppm of Denatonium Benzoate (Bitrex),

—

< 0.01 Perfumes,

—

6,5 - 8,0 water


	Új

	3824 90 97
	
	3093564/2013
	1,3-Benzenedimethanamine,N-(2-phenylethyl) derivatives (1,3-benzenedimethanamine, reaction product with styrene) / CAS RN 404362-22-7
	Új

	3824 90 97
	
	3093511/2013
	Aqueous dispersion, containing by weight: 

—

57 % or more but not more than 63 % of aluminium oxide (CAS RN 1344-28-1)

—

37 % or more but not more than 42 % of titanium dioxide (CAS RN 13463-67-7), and

—

1 % or more but not more than 2 % of triethoxycaprylyl silane (CAS RN 2943-75)


	Új

	3824 90 97
	
	455068/2013
	Additives for coatings for metals, consisting of mixed alkyl phosphoric ester acids [derived from the simultaneous reaction of phosphoric anhydride with an alkylphenol and polymeric polyols] (CAS RN 84605-27-6), containing by weight 30 % or more but no more than 35 % isobutyl alcohol used as solvent


	újratárgya​lás.

	3824 90 97
	
	3016831/2013
	Preparation containing by weight;

—

95 % or more of allyl methacrylate (CAS RN 96-05-9)

—

Not more than 1 % of 4-methoxy-phenol (CAS RN 150-76-5)

—

Not more than 1 % of allyl alcohol (CAS RN 107-18-6)

—

Not more than 1 % of 2-methacrylic acid (CAS RN 79-41-4)


	Új

	3824 90 97
	
	3041921/2013
	(S)-α-hydroxy-3-phenoxy-benzeneacetonitrile (CAS RN 61826-76-4) with addition of 10 % by weight or more, but not more than 20 % by weight of toluene
	Új

	ex 3824 90 97
	18
	1231/2008
	Poly(tetramethylene glycol) bis[(9-oxo-9H-thioxanthen-1-yloxy)acetate] with an average polymer chain length of less than 5 monomer units (CAS RN 813452-37-8)


	módosítás

(CAS RN).

	3826 00 90
	
	3093028/2013
	C6-24 and C16-18-unsaturated fatty acid esters with sucrose (sucrose polysoyate) / CAS RN 93571-82-5
	Új

	3901 10 10
	
	3081309/2013
	Linear polyethylene with a gravity of not more than 0,94, with following parameters:

—

Linear low-density polyethylene (LLDPE) Copolymer

—

A melt flow rate of 1,8 dg/min or more, but no more than 3,2 dg/min

—

Density of 916 kg/m³ or more, but not more than 920 kg/m³

—

Not more than 15 % of Butene


	Új

	3901 10 10
	
	3009357/2013
	Linear polyethylene having a specific gravity of less than 0,94 - and has the following features:

—

linear low-density polyethylene (LLDPE) copolymer granulate

—

a melt flow rate of 15 or more, but no more than 60

—

density of 0,924 or more, but no more than 0,928

—

not more than 8 % of butene

—

physical form : pellets

—

well suited for use in filled compounds due to high MFR/good flow


	Új

	3901 10 10

3901 90 90
	
	3045217/2013


	Lineares Polyethylene niedriger Dichte (LLDPE) in Pulver- oder Granulatform, mit

—

ausschließlich Buten als Comonomer und einem Comonomergehalt von nicht mehr als 9 GHT,

—

einer Schmelzflussrate nach ISO 1133 (MFR, 190 °C, 2,16 kg) von 20 g/10 min und

—

einer Dichte nach DIN EN ISO 1183 von 0,924


	Új



	3901 10 10
	
	3090750/2013
	Linear low-density polyethylene (LLDPE) copolymer, having:

—

a melt flow rate of 0,4 or more, but no more than 0,6

—

a density of 916 or more, but no more than 920

—

a specific gravity of less than 0,94

—

not more than 12 % of butene


	Új

	3901 10 10
	
	3009393/2013
	Linear polyethylene having a specific gravity of less than 0,94 - and has the following features:

—

linear low-density polyethylene (LLDPE) copolymer granulate

—

a melt flow rate of 0,4 or more, but no more than 1,2

—

density of 0,916 or more, but no more than 0,928

—

not more than 12 % of butene

—

physical form: pellets


	Új

	3901 10 10
	
	3061934/2013
	Polyethylene, in the form of granules, of a specific gravity of 0,918 (± 0,002), a melt flow index of 0,5 g/10 min (± 0,05 g/10 min), for the manufacture of blown films of a haze value not more than 13 % and an elongation at break (MD/TD) of 550/800

(1)
	Új

	3901 10 10
	
	3062514/2013
	Linear low density polyethylene (LLDPE) in the form of granules, with a density of 0.90 or more, but not more than 0,94, with the following characteristics:

—

fluidity index greater than 0,9 but less than 2,

—

relative viscosity greater than or equal to 1,44,

—

butene rate less than or equal to 6 %,

used in the manufacture of plastic films by blown film extrusion
	Új

	3901 10 10
	
	3009379/2013
	The product falls within CN Code 3901 10 10 – linear polyethylene having a specific gravity of less than 0,94 – and has the following features:

—

linear low-density polyethylene (LLDPE) copolymer granulate

—

a melt flow rate of 15 or more, but no more than 60

—

density of 0,924 or more, but no more than 0,928

—

not more than 8 % of butene

—

physical form : reactor powder, makes it extremely suitable for masterbatch production (excellent dispersion)

—

well suited for use in filled compounds due to high MFR/good flow


	Új

	3901 10 10
	
	3009459/2013
	Linear polyethylene having a specific gravity of less than 0,94 – and has the following features:

—

linear low-density polyethylene (LLDPE) Copolymer

—

a melt flow rate of 1,8 (dg/min) or more, but no more than 3,2 (dg/min)

—

density of 916 (kg/m³) or more, but no more than 920 (kg/m³)

—

not more than 15 % of Butene


	Új

	3901 10 90
	
	3093709/2013
	C6 co-monomer polyethylene

—

containing not more than 95 % by weight of ethylene, and

—

not more than 5 % of hexene, 

—

of a specific gravity of not more than 0,93

manufactured using a metallocene catalytic process
	Új

	3905 99 90
	
	3093646/2013
	Poly (vinyl acetate phthalate) whether or not blended with titanium dioxide (CAS RN ?)
	Új

	3906 90 90
	
	3045407/2013
	Aqueous solution of polymers and ammonia with the following composition:

—

Ammonia (CAS RN 1336-21-6): maximum 0.5 % by weight;

—

polycarboxylate (linear polymers of acrylic acid): minimum 0.3 % but no more than 10 % by weight

[suitable for use in the chemical mechanical polishing (CMP) of semiconductors]
	Új

	3907 20 20
	
	3016815/2013
	Poly(propylene glycol) (CAS RN 25322-69-4)
	Új

	ex 3907 30 00
	60
	323377/2012
	Polyglycerol polyglycidyl ether resin (CAS RN 118549-88-5)
	módosítás

(CAS RN)

	3907 60 80
	
	3016740/2013
	Oxygen binding copolymer (as determined by the ASTM D 1434 and 3985 methods), obtained from benzenedicarboxylic acids, ethylene glycol and polybutadiene substituted by hydroxy groups
	Új

	ex 3910 00 00
	40
	859/06
	Biocompatible silicones 


	módosítás

(szöveg)

	3919 90 00
	
	3070491/2013
	Self-adhesive plastic film consisting of:

—

a poly(olefin) layer with a thickness of more than 95 but not more than 110 microns

—

an adhesive layer with a thickness of more than 5 but not more than 15 microns

—

a layer based on epoxy resin, having a thickness of more than 4 but not more than 100 microns

—

a liner consisting of poly(ethylene terephtalate) with a thickness of more than 35 but not more than 40 microns


	Új

	3921 90 10
	
	3070446/2013
	Multilayer film consisting of:

—

a white poly(ethylene terephthalate) film with a thickness between 100 µm and 150 µm [and a surface roughness between 0,5 µm up to 1 µm],

—

a primer of brown phenolic material with a thickness between 8 µm and 15 µm,

—

an adhesive layer of a synthetic rubber with a thickness between 20 µm and 30 µm,

—

and a transparent poly(ethylene terephthalate) liner with a thickness between 35 µm and 40 µm


	Új

	3926 90 97
	
	3082385/2013
	Knob of car radio front panelmade of Bisphenol A-based polycarbonate through simultaneous injection moulding from components of various colours
	Új

	4107 12 91


	
	3087111/2013


	[Water] buffalo leather, grain splits


	Új



	4107 12 91


	
	3087091/2013


	Bovine leather, grain splits


	Új



	5403 31 00
	
	3081152/2013
	Viscose yarns:

—

untwisted or with a twist not exceeding 120 turns per metre,

—

consist of continuous, free of knots yarn;

—

rolled into coins of weight of not less than 2.5 kg,

—

made in a continuous manufacturing process,

for use for manufacturing of lining fabrics
	Új

	5504 10 90


	
	3081287/2013


	Fire retardant viscose fiber


	Új



	ex 5603 12 90

ex 5603 13 90
	60

60
	459/11/1999


	Non-woven of spunbonded polyethylene, of a weight of more than 60 g/m2 but not more than 80 g/m2 and an air resistance (Gurley) of 8 seconds or more but not more than 36 seconds (as determined by the ISO 5636/5 method)

	módosítás

(szöveg).



	5603 93 90
	
	3045458/2013
	Nonwovens made of polyester fibres,

—

with a basic weight of 85 g/m2,

—

with a constant thickness of approximately 95 µm,

—

neither brushed nor covered,

—

in 1 m wide rolls of 2 000 to 5 000 m length,

suitable for the coating of membranes in the manufacture of osmosis and reverse osmosis filters
	Új

	6909 19 00
	
	3007257/2013
	Small ceramic balls, called ceramic proppants containing aluminum oxide, silicon oxide and iron oxide
	Új

	ex 6909 19 00


	80


	277054/2011


	Ceramic heat sinks, containing by weight:

—

66 % or more of silicon carbide,

—

10 % or more of aluminium oxide

for maintaining the operating temperature of transistors, diodes and integrated circuits in products of headings 8521 and 8528

(1)
	módosítás

(szöveg).



	7601 20 20
	
	3051104/2013
	Rough cast extrusion bars and extrusion billets of aluminium alloys corresponding to DIN-EN-AW-7050 and DIN-EN-AW-7055
	Új

	7604 29 10
	
	3051122/2013
	Aluminium alloy rods with a diameter of 300,1 mm or more, but not more than 533,4 mm
	Új

	7608 20 89
	
	3051158/2013
	Aluminium alloy tubes
	Új

	ex 8108 90 50


	85


	312512/2012


	Plates, sheets, strip and foil of non-alloyed titanium


	törlési javaslat


	ex 8309 90 90
	10
	1953/1/2002
	Aluminium can ends with so-called ‘ring pull’ aperture with a diameter of between 99.0 mm to 136.5 mm (+- 1 mm) and can bottom ends with a diameter of between 99.0 mm to 136.5 mm (+- 1 mm)
	módosítás

(szöveg)

	8414 30 81
	
	3089769/2013
	Hermetic or Semi-Hermetic, on-off or variable speed electrical Rotary Compressor which is used in the production of dryer machines, which has nominal linear power (power rating) 0,4kw or more but not more than 1,5 kW and a single phase motor
	Új

	8414 80 73
	
	3081186/2013
	Rotary displacement single-shaft compressor, dedicated for work only with refrigerants R134a or R407c, with following parameters:

—

External diameter more than 90 mm but not more than 110 mm

—

Voltage more than 220 V but not more than 240 V, at 50 Hz

—

Capacity more than 800 Watt but not more than 1 900 Watt

for the use in tumble home dryers for clothes
	Új

	8431 20 00
	
	3093074/2013
	Aluminum core, plastic tank Radiator, with integral steel support structure and an open core square wave design of 9 fins per inch (fpi) for use in the manufacture of vehicles 8427

(1)
	Új

	8501 10 99
	
	3042035/2013
	DC stepping motor, with

—

an angle of step of 7,5 ° (± 0,5 °)

—

a two-phase winding, 

—

a rated voltage of 9 V or more, but not more than 16,0 V

—

of a specified temperature range covering at least – 40 °C to + 105 °C

—

whether or not with connecting pinion

—

whether or not with motor drive connector


	Új

	ex 8501 10 99
	80
	1285/2008
	DC stepping motor, with:

—

an angle of step of 7,5° (± 0,5°),

—

a pull-out torque at 25 °C of 25 mNm or more,

—

a pull-out pulse rate of 1 960 pps or more,

—

a two-phase winding, and

—

a rated voltage of 10,5 V or more, but not more than 16,0 V


	újratárgya​lás

	8503 00 99
	
	3081213/2013
	Stator for brushless motor of a kind used in the production of washing machines
	Új

	8504 40 90
	
	3042075/2013
	Module for converting alternating current into direct current and direct current into direct current with

—

a rated power of not more than 100 W

—

an input voltage of 80 V or more, but not more than 305 V

—

an certified input frequency of 47 Hz or more, but not more than 440 Hz

—

one or more constant current output(s)

—

an operating temperature range of – 40 °C or more, but not more than + 85 °C,

—

pins for mounting to a printed circuit


	Új

	ex 8505 11 00
	70
	343278/2013
	Disc:

—

with a diameter of not more than 90 mm,

—

whether or not containing a hole in the centre,

—

consisting of an alloy of neodymium, iron and boron, covered with nickel, that after magnetisation is intended to become permanent magnet,

of a kind used in car loudspeakers
	újratárgya​lás.

	8507 10 20


	
	3087265/2013


	Lead-acid accumulators, of a kind used for starting piston engines

—

not for use in cars

—

with a nominal capacity of 32 Ah

—

with a length of not more than 205 mm

—

with a width of not more than 130 mm

—

with a height of not more than 190 mm


	Új



	ex 8507 30 20
	30
	1851/2/1997
	Cylindrical nickel-cadmium accumulator, with a length of 65,3 mm (±1,5 mm) and a diameter of 14,5 mm (±1 mm), having a nominal capacity of 1 000 mAh or more, for use in the manufacture of rechargeable batteries(1)
	módosítás

(szöveg: „accumulator” szó lecserélése)

	ex 8507 50 00

ex 8507 60 00
	20

20
	617/3/1995


	Rectangular accumulator, with a length of not more than 69 mm, a width of not more than 36 mm and a thickness of not more than 12 mm, for use in the manufacture of rechargeable batteries(1)

	módosítás

(szöveg: „accumulator” szó lecserélése).



	ex 8507 50 00


	30


	1445/4/1995


	Cylindrical nickel-hydride accumulator, of a diameter of not more than 14,5 mm, for the manufacture of rechargeable batteries(1)

	módosítás

(szöveg: „accumulator” szó lecserélése)

	ex 8507 60 00
	30
	1572/14/1995
	Cylindrical lithium-ion accumulator, with a length of 63 mm or more and a diameter of 17,2 mm or more, having a nominal capacity of 1 200 mAh or more, for use in the manufacture of rechargeable batteries(1)
	módosítás

(szöveg: „accumulator” szó lecserélése).

	ex 8507 60 00
	40
	323539/2012
	Batteries of ion-lithium electric accumulators rechargeable with:

—

a length of 1 203 mm or more, but not more than 1 297 mm,

—

a width of 282 mm or more, but not more than 772 mm,

—

a height of 792 mm or more, but not more than 839 mm,

—

a weight of 260 kg or more, but not more than 293 kg,

—

power of 22 kWh or 26 kWh, and

—

constituted of 24 or 48 modules


	módosítás

(szöveg: „accumulator” szó lecserélése).

	ex 8507 60 00
	55
	284463/2012
	Lithium-ion accumulator in cylindrical form, with:

—

a base similar to an ellipse squeezed in the middle,

—

a length of 49 mm or more (not including terminals),

—

a width of 33,5 mm or more,

—

a thickness of 9,9 mm or more,

—

a rated capacity of 1,75 Ah or more, and

—

a rated voltage of 3,7 V,

for the manufacture of rechargeable batteries

(1)
	módosítás

(szöveg: „accumulator” szó lecserélése).

	ex 8507 60 00
	57
	284509/2012
	Lithium-ion accumulator, cuboid in shape, with:

—

some of the corners rounded off,

—

a length of 76 mm or more (not including terminals),

—

a width of 54,5 mm or more,

—

a thickness of 5,2 mm or more,

—

a rated capacity of 3 100 mAh or more, and

—

a rated voltage of 3,7 V,

for the manufacture of rechargeable batteries

(1)
	módosítás

(szöveg: „accumulator” szó lecserélése).

	ex 8507 60 00


	80


	132863/2010


	Rectangular lithium-ion-accumulator, with

—

a metal casing,

—

a length of 171 mm (± 3 mm),

—

a width of 45,5 mm (± 1 mm),

—

a height of 115 mm (± 1 mm),

—

a nominal voltage of 3,75 V and

—

a nominal capacity of 50 Ah

for use in the manufacture of rechargeable batteries for motor vehicles

(1)
	módosítás

(szöveg: „accumulator” szó lecserélése)


	8514 10 80
	
	3007531/2013
	Glass Filament Melter with heater basket/bushing assembly:

electrically heated,

—

with opening

—

with a multiplicity of tips (holes) of platinum/rhodium alloy

—

used to melt glass batches and condition molten glass

—

for drawing into continuous fibres     


	Új

	ex 8518 29 95


	30


	313099/2012


	Loudspeakers of:

—

an impedance of 3 Ohm or more, but not more than 16 Ohm,

—

a nominal power of 2 W or more, but not more than 20 W,

—

with or without plastic bracket, and

—

with or without electric cable fitted with connectors,

of a kind used for TV sets and video monitors manufacture


	módosítás

(szöveg)


	ex 8522 90 49

ex 8527 99 00

ex 8529 90 65
	60

10

25
	256133/2009


	Printed circuit board assembly comprising:

—

a radio tuner (capable of receiving and decoding radio signals and transmitting those signals within the assembly) without signal processing capabilities,

—

a microprocessor capable of receiving remote control messages and controlling the tuner chipset,

for use in the manufacture of home entertainment systems

(1)
	módosítás.

(Vtsz.-ek felülvizsgálata)


	ex 8522 90 49

ex 8527 99 00

ex 8529 90 65
	65

20

40
	255838/2009


	Printed circuit board subassembly, comprising:

—

a radio tuner, capable of receiving and decoding radio signals and transmitting those signals within the assembly, with a signal decoder,

—

a radio frequency (RF) remote control receiver,

—

an infrared remote control signal transmitter,

—

a SCART signal generator

—

a TV state sensor

for use in the manufacture of home entertainment systems

(1)
	módosítás.

(Vtsz.-ek felülvizsgálata)


	ex 8522 90 80

ex 8529 90 65


	97

50
	1804/41/2003


	Tuner transforming high-frequency signals into mid-frequency signals, for use in the manufacture of products falling under headings 8521 and 8528(1)

	törlési javaslat


	8525 80 19
	
	3081236/2013
	Full HD camera capable of resolution 1 920 x 1 080 with two microphones to be used in production of positions from heading 8528
	Új

	8525 80 19
	
	3051175/2013
	Remote camera head for a digital industrial camera system, including in a camera body,

—

with dimensions (without cable socket) of not more than 27 x 30 x 38.5 mm (width x height x length),

—

with three MOS imaging sensors with two or more effective megapixels per sensor and a prism block for distribution of the RGB spectrum colours to the three sensors,

—

with a C-Mount lens mount,

—

with a weight of not more than 70 g,

—

with an LVDS digital video output,

—

with a permanent EEPROM memory for local storage of calibration data for colour rendering and defective pixel compensation


	Új

	ex 8527 91 99

ex 8529 90 65
	10

35
	1179/2009


	Assembly consisting of at least:

—

an audio frequency amplifier unit, comprising at least an audio frequency amplifier and a sound generator,

—

a transformer and

—

a radio broadcast receiver


	módosítás.

(Vtsz.-ek felülvizsgálata)


	ex 8528 59 70
	10
	1326/1/2000
	Liquid crystal display colour video monitor having a DC input voltage of 7 V or more but not more than 30 V, with a diagonal measurement of the screen of 33,2 cm or less,

—

either without housing, with back cover and mounting frame,

—

or with a housing specially designed for mounting,

suitable for the incorporation into goods of Chapters 84 to 90 and 94
	módosítás

(nyelvi felülvizsgálat)

	ex 8529 90 65
	55
	145824/2010
	Ambient light LED board to be incorporated in goods of heading 8528 

(1)
	módosítás.

(vtsz. felülvizsgálata)


	ex 8529 90 92


	44


	837/2005


	LCD modules, solely consisting of one or more TFT glass or plastic cells, not combined with touch screen facilities, with or without backlight unit, with or without inverters and one or more printed circuit boards with control electronics for pixel addressing only


	módosítás.

(vtsz. felülvizsgálata)


	ex 8529 90 92


	48


	1223/2009


	Aluminium die cast heat sink, for maintaining the operating temperature of transistors and integrated circuits, for use in the manufacture of products falling within heading 8527

(1)

	módosítás

(összevonni 8529 9092 42 vtsz.-szel)


	8536 49 00
	
	3089807/2013
	A cubic-shape Power Relay which has electromechanical switching function, has a electrification current of 3 Amperes or more but not more than 16 amperes, driver voltage 5 volts or more but not more than 24 volts,with a distance between switching pins of maximum 12 mm
	Új

	ex 8536 69 90


	84


	583862/2010


	Universal serial bus (USB) socket or plug in a single or multiple form for connecting with other USB devices, for use in the manufacture of goods falling within headings 8521 or 8528

(1)

	törlési javaslat (az árut lefedi a 8536 6990 85 vtsz.)


	8537 10 91
	
	3081262/2013
	An electronic programmable memory controller for machines of a kind used for recycling and sorting of plastic, metal and glass packaging, manufactured according to class 2 of IPC-A-610E standard
	Új

	8537 10 99
	
	3051229/2013
	Motor bridge ICs without programmable memory

—

consisting of one or more integrated circuits, not interconnected, on separate lead frames,

—

also with discrete MOSFET transistors combined to control DC motors in cars

—

mounted in a plastic housing


	Új

	8544 30 00
	
	3093494/2013
	Multi-measurement wire harness of a voltage of 5 V or more but not more than 90 V, for use in the manufacture of vehicles of heading 8427

(1)
	Új

	8714 91 10
	
	3087070/2013
	Hybride frame, constructed from aluminium and carbon, for use in the manufacture of bicycles

(1)
	Új

	8714 91 10
	
	3087055/2013
	Frame, constructed from aluminium, for use in the manufacture of bicycles

(1)
	Új

	8714 91 30
	
	3087046/2013
	Front forks, suspended, constructed from aluminium, for use in the manufacture of bicycles

(1)
	Új

	ex 9002 11 00


	50


	506/12/1990


	Lens unit: 

- having a focal length of 25 mm or more but not more than 150 mm, 
- consisting of glass or plastic lenses, with a diameter of 60 mm or more but not more than 190 mm 
	módosítás

(szöveg)


	9014 10 00
	
	3051265/2013
	Electronic compass in a casing box, with the following main components:

—

a combination of one or more application-specific integrated circuits (ASIC) and

—

one or more microelectromechanical sensors (MEMS) manufactured with semiconductor technology, with mechanical components arranged in three-dimensional structures on the semiconductor material,

to be fitted in products under chapters 84-90 and 94
	Új

	ex 9022 90 00
	10
	1309/2008
	Panels for x-ray apparatus (x-ray flat panel sensors/x-ray sensors) consisting of a glass plate with a matrix of thin-film transistors, covered with a film of amorphous silicon, coated with a scintillator layer of caesium iodide and a metallised protective layer, with an active surface of 409,6 mm2 x 409,6mm2 or 350 mm x 426 mm or 274 mm x 350 mm and a pixel size of 200 µm2 x 200 µm2  or 125 µm²
	módosítás

(szöveg).
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